BILL OF MATERIALS

| G
H N THREADED NUT STYLE Ml DESCRIPTION MATL. REMARKS
| . REQ.
7 | | 1] 1 THREADED NUT EYE STEEL
B uy | 2 | 1 THREADED NUT BODY STEEL
\< T J < 3| 1 THREADED NUT STEEL
_ 4] 1 UPSET HEAD EYE STEEL
\ s 3 5 | 1 UPSET HEAD BODY STEEL
c ah 6 | 1 WASHER STEEL
L S=No. OF
THREADS
E | 172 \ NOTES:
* b + + 1. THIS DRAWING SUPERCEDES U.S.C.G. DRAWING No., 120989,
F M L / 2. SEE US.CG. CIVIL ENGINEERING SPECIFICATION No. 417
' I f e FOR FABRICATION REQUIREMENTS.
D A
|
@THREADED NUT EYE @THREADED NUT BODY @THREADED NUT u
A B C D E F G H J K L M N P R S
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1st CLASS| @ 3 3 2-1/8 | 9-1/4 5 6 3-1/4 | 4-3/8 3 4-374 | 2-1/4 | 6-374 | 1-1/72 4 3-1/2
2nd CLASS| 1-3/4 | 2-3/4 | 2-1/2 | 2-1/8 | 8-5/8 | 4-3/4 5 2-3/4 | 3-5/8 | 2-3/4 | 4-3/8 | 1-7/8 | 5-3/4 | 1-1/2 | 3-1/4 4 - T o o] REAING | VETGHT
3rd CLASS| 1-t72 | 2-1v2 | 2-1/4 | 1-7/8 | 7-3/4 | 4-1/4 | 4-172 | 2-1/2 | 3-1/4 | 2-172 | 3-7/8 | 1-5/8 5 1-1/4 3 4-1/2 LOAD | CAPPROX.)
1st CLASS| 19-3/4 2 82,000 164,000 78
4th CLASS| 1-1/4 | 2-1/4 2 1-7/8 | 6-5/8 | 3-3/4 4 2-1/4 3 2 3 1-172 | 4-172 | 1-174 | 2-374 | 412
2nd CLASS| 17-3/4 1-3/4 60,000 120,000 52
TOLERANCES| #1732 | #1/16 | #1716 | #1716 | %16 | #1716 | #1216 | 716 | #1716 | #1116 | #1716 | #1716 | 1716 | /16 | 116 -
3rd CLASS| 15-3/4 1-1/2 45,000 90,000 39
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CHECKED:
1st CLASS| @ 3 3 2-3/4 3 3-1/4 6 3-1/4 | 4-3/8 3 5 2 6-3/4 | 10-1/2 |e-29/32| 4 1 e SWIVELS
3. 5. Walber
2nd CLASS| 1-3/4 | 2-374 | 2-1/2 | 2-1/4 | 2-3/4 3 5 2-3/4 | 3-5/8 | 2-3/4 | 4-1/2 | 1-3/4 | 5-3/4 | 9-5/8 |2-13/32| 3-1/4 1 UPSET HEAD ASSEMBLY = 1o ( UPSET HEAD AND
3rd CLASS| 1-172 | 2-12 | 2-1/4 2 2-172 | 2-s/8 | 4-1/2 | e-1r2 | 3-1/4 | e2-1/2 4 1-1/2 5 8-5/8 | 2-5/32 3 7/8 5 % s THREADED NUT STYLES)
4th CLASS| 1-1/4 | 2-1/4 2 1-3/4 2 2-3/8 4 2-1/4 3 2 3-1/4 | 1-1/4 | 4-1/2 | 7-1/4 |1-29/32| 2-3/4 | 7/8 [FEviEveD B APFROVED: R 4 R [oATE
: . et 3-17-86
TOLERANCES| #1732 | #1716 | #1716 | #1716 | #1716 | #1716 | #1216 | #1716 | #1716 | #1116 | #1716 | #1716 | #1716 | /16 | #1716 | #1716 | 1716 CHIEF OF DIVISioN
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TOLERANCES: DIM. 1 21 081 C
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PLOTTING SCALE: 12"=1'—0"




